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SCREENED AIR EXCHANGE

-

.125 INCH TYPE 5052-H32
ALUMINUM ENCLOSURE.
NAMEPLATE (SEE NOTE 10) —— | —— / (FOR INSIDE DIMENSION SEE NOTE 1) _
=z
DIA. MINIMUM DOOR HANDLE (2) 7.5 KVA BUCK = NOTES:
WITH PADLOCK PROVISION \ e N BOOST TRANSFORMERS. :
SEALED WITH NEOPRENE GASKET e 12.5"H x 6.7"W x 5.3'D. =
‘@. P J 1. UNLESS OTHERWISE INDICATED, THE CABINET SHALL BE MOUNTED ATOP A 4-INCH RIGID ALUMINUM
Lot ™ SCHEDULE 40 CONDUIT STEM ANCHORED TO A CAST ALUMINUM PEDESTAL BASE.
NEMA 3R ENCLOSURE — | _
3-POINT LATCHING MECANISM 2. CONTRACTOR TO INSTALL FOUNDATION SUCH THAT THE TOP OF FOUDATION IS LEVEL WITH TOP SOIL IN
THIS AREA. ENCLOSURE SHOULD BE MOUNTED WITH DOOR FACING TRAFFIC. THE COST OF LABOR AND
MATERIALS FOR CONCRETE FOUNDATION ARE INCIDENTAL TO CABINET.
=y
HANDHOLE __—— 4 RIGID ALUMINUM SCHEDULE; | | vor 3. DOOR SHALL BE CONSTRUCTED FROM SAME TYPE OF MATERIAL AND THICKNESS AS CABINET.
40 CONDUIT STEM ANCHORED TO '
356-T6 CAST ALUMINUM : 4. DOOR SHALL BE EQUIPED WITH THREE POINT LATCHING MECHANISM WITH NYLON ROLLERS AT TOP THE
PEDESTAL BASE. N BOTTOM.
— o
3" RACEWAY PROJECTION — —\ / \ 5.  DOOR HINGE SHALL BE A HEAVY GAUGE CONTINUOUS HINGE WITH A 1/4 * DIA. STAINLESS STEEL HINGE
BUSHING. 2!/, ANCHOR BOLTS o
R PROJECTION = = 6. ALL EXTERNAL HARDWARE SHALL BE STAINLESS STEEL
1 STEEL CONDUIT ! :i i i . .
i H
l?‘ g AN 7. CABINET SHALL BE AN ALUMINUM ENCLOSURE.
CLASS-X CONCRETE Nl g AR
A\ i 4 i o H 5 8. ALL WIRING WITHIN THE CABINET SHALL BE COLOR CODED AS INDICATED.
! 1
N ! re=r== o~ 2-4"" DIA. RACEWAY ——~__ 1} & R = RED W = WHITE
| E Vo STE DULT — Lo :"/ ™\ ‘\\ h B = BLACK G = GREEN
54 X 10’ GROUND ROD WITH bl /2" STEEL CONDUIT — |-l NN
EXOTHERMIC WELD GROUND \ Pl / [N N 9. ALL WIRING SHALL BE NEATLY DRESSES AND SUPPORTED.
WIRE SHALL MEET ASTM 88 LOO)
STANDARDS AND SHALL NOT BE s e 7 10. 16"x 3" STAINLESS STEEL EXTERIOR NAMEPLATE SHALL BE ENGRAVED TO “LIGHTING BUCK BOOST
LESS THAN NO.2 N TRANSFORMERS” UNLESS OTHERWISE SPECIFIED.
FOUNDATION 1. DRILL (4) 172" DIAMETER HOLES IN BOTTOM OF CABINET TO BOLT TO BALLAST HOUSING BASE USING (4)
T PLAN 3/8" x 2-1/2" BOLTS.
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3! 13 Sl CONDUIT ATTACHED TO THE
] t
15 BOLT 1 ANCHOR RODS ! i l ' STRUCTURE
CIRCLE (TYPICAL OF 4) | D ! ' BRIDGE ,—JUNCTION BOX ATTACHED
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SN R PANEL WIRING DIAGRAM
20" DIAMETER——4 i ONE NORTH FRANKLIN
FOUNDATION ~-— J JACOBS  cHicaco 1, 60606
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